COUNTY-WIDE STANDARDS: PARKING LOT DESIGN
PARKING LOT SURFACE TREATMENTS

Paved Surface *With the exception of single family
/ Base residential and farm uses, areas where track-
/ / mounted equipment is stored or displayed, or
&g /@8 & G / property in 1-2 and 1I-3 districts, driveways
P %, o P Oé‘;&) ° and parking areas shall be paved with
S concrete, bituminous concrete, or other

\E@ﬁ@ﬁ@ﬁ@ﬁ@ﬁ@ﬁ@ﬁ@ﬁ@ﬁ@ﬁH similar material. Except in I-2 and 1-3
=== districts, surface-treated parking areas and
“*‘HWMWM U= drives shall be prohibited.
Compacted Sub-

grade

*Except as detailed in the Environmental Finished Grade

Engineering Department's Reference ﬁ Concrete curb
Manual, concrete curb and gutter shall be S and gutter Paved
installed around the perimeter of all paved m‘ \”‘mmu AY

driveways and parking areas. Other curbing *m‘ ‘H\H A ve s
material of similar quality, such as brick or N s ol
cobblestone, may be permitted through site

or schematic plan review. Drainage shall

be designed so as not to interfere with

pedestrian traffic. Sub-grade
Note: In ohased projects, Env. Engineering

may approve asphalt curbing along parking

edges expected to expand.

6" Gravel Surface *In 1-2 and 1-3 districts, employee or visitor
| parking areas shall be surfaced with a minimum
o © Sg ;e 005) o © of a triple shot of tar and gravel. Other parking
\H:\HO:H\:H\:\\\:\H:\H:\H:\H:\H:H\* areas shall have a minimum surface of six (6)
E@ﬁ@ﬁ@ﬁ@ﬁgﬁ@ﬁ@ﬁ@ﬁ@ﬁ;g \ \J inches of No. 21 or No 21A stone.
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